
Functioning:   Hot water   Electric �������	
   Dual energy  �����������


P. Max: 5 bar T. Max: 110 °C Connections: 2 x 1/2” gas -2 x 1/2” gas for airvent

Material:
•  Vertical collectors in painted mild steel ø 38 mm.
•  Horizontal heating elements in painted mild steel 50 x 10 mm.
 
Fixing kit:
Brackets, airvent, hexagonal tool, plugs and screws for mounting suitable for use on 
compact or hollow brick walls, user notice.
 
Packing: 
The radiator is protected by carton box. User notice included.

Painting process:
Painted with ecological epoxy powders. (Certificate DIN 55900-1,-2)
 
Colours:
Standard white RAL 9010. Other colours surcharge 30%. Colour chart: see page 258. 
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KELLY FLAT Dual energy
kit

Height
[mm]

Width
L [mm]

Fixing kit 
centres Code nr. Dry Weight

[Kg]
Surface

[m2]
Water content

[lt]
�t=50°C 75/65/20°C (�T=50C°) (*)
[Watt] Thermal output � in Watt and �T in °C [Watt]

864
500  784 3551726100001 8,5 0,87 3,9 381 � = 3,1739 * �T �,���� 400

600  784 3551726100005 9,8 1,01 4,3 443 � = 3,2933 * �T �,���	 500

1312
500  1272 3551726100002 12,7 1,31 5,8 563 � = 4,4960 * �T �,���� 600

600  1272 3551726100006 14,6 1,51 6,5 637 � = 4,7253 * �T �,���� 600

1536
500  1496 3551726100003 14,9 1,53 6,8 652 � = 4,5438 * �T �,�	
� 600

600  1496 3551726100007 17,1 1,77 7,6 742 � = 5,1684 * �T �,�	
	 700

1760
500  1720 3551726100004 17 1,75 7,8 728 � = 4,7991 * �T �,���� 700

600  1720 3551726100008 19,5 2,02 8,7 875 � = 5,8964 * �T �,���� 900

UPSIDE DOWN

Quotes for Cordivari 
Kristal valves 

�������������������������������������� !"�#� $%��!"!�&��������
�'
�������������������������(���)���*!+�,�����������	

  KRISTAL VALVE SQUARE
PIPE CENTRES 50 MM LEFT 
WHITE R01  RAL 9010�*�

Copper connection Ø 12-14-15 Multilayer connection Ø 16

Code nr. 5991990311186 Code nr. 5991990311185

WHITE THERMOSTATIC 
HEAD
�-����������


Code nr. 5035270710016

CHROMED THERMOSTATIC 
HEAD
�-����������


Code nr. 5035270710015
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